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Item Description Part No.

CCPZ MIL

CCTP 10

CCTP 16

CCPNP

Manual crimping tool for 10/16 A contacts 
DANIELS AF8 model (turret excluded)
With crimping depth adjuster dial selector

Positioner inserts for 10 A contacts 
(CD and RD HNM series) 
Positioner inserts for 16 A contacts 
(CC and RC HNM series)

Conforms to international standard MIL-C-22520/1. 
It precisely positions the contact where crimping 
is performed. Each series of contacts requires 
its own turret.

“Go/no go” control gauge, to verify 
indenter closure

Conforms to international standard MIL-C-22520/3. 
To be used to periodically check that the crimping 
tool meets standard requirements.

16 A contact head turret/positioner
CC/RC series 0,14 0,25 0,34 0,5 0,75 1,0 1,5 2,5 3,0 4,0 conductor

mm2 mm2 mm2 mm2 mm2 mm2 mm2 mm2 mm2 mm2 section
red (male) blue (female) 26 24 22 20 18 17 16 14 12 12 AWG
0,3 0,3 5 5 6
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0,5 0,5 6 6 7
0,7 0,7 6 6 7
1,0 1,0 6 6 7 7
1,5 1,5 6 7 7 8
2,5 2,5 6 6 7 7
3,0 3,0 6 7 7
4,0 4,0 7 8

10 A contact head turret/positioner
CD/RD series 0,14 0,25 0,34 0,5 0,75 1,0 1,5 2,5 conductor

mm2 mm2 mm2 mm2 mm2 mm2 mm2 mm2 section
red (male) blue (female) 26 24 22 20 18 17 16 14 AWG
0,3 0,3 5 5 6
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0,5 0,5 6
0,7 0,7 6
1,0 1,0 6
1,5 1,5 7
2,5 2,5 7

CCPZ MIL for 16 A / 10 A crimp contacts

Contacts Pages
CC / RC HNM 16 A F.11-13
CD / RD HNM 10 A F.14-16

Tutorial

MIL profile

dimensions shown in mm are not binding and may be changed without noticeF.34
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https://www.ilme.com/en/view-product/?code=CCPZ+MIL
https://www.ilme.com/en/view-product/?code=CCTP+10
https://www.ilme.com/en/view-product/?code=CCTP+16
https://www.ilme.com/en/view-product/?code=CCPNP

