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1.1

UL TYPE UL TYPE

Cable grommets KT small are used with the 
cable entry frames & cable glands of product groups 
1.11 & 1.12.

The model range KT small is designed for cable 
diameters from 1 to 17 mm. 

Product description

Assembly note

When installing the grommets, the fl at side should 
be facing the middle of the frame. This allows the fl at 
sides of adjacent grommets to match up and provide 
a secure seal. 

KT 
Grommets, small, single

*Only valid for grey product types

Description Type
Order No

grey
Order No

black
Clamping range PU

BTK 41251 41351 Blank grommet 10

BTK KT 1 39941 39943 1 - 2 mm 10

KT 2 39934 41302 2 - 3 mm 10

KT 3 41203 41303 3 - 4 mm 10

KT 4 41204 41304 4 - 5 mm 10

KT 5 41205 41305 5 - 6 mm 10

KT 6 41206 41306 6 - 7 mm 10

KT 7 41207 41307 7 - 8 mm 10

KT round KT 8 41208 41308 8 - 9 mm 10

KT 9 41209 41309 9 - 10 mm 10

KT 10 41210 41310 10 - 11 mm 10

KT 11 41211 41311 11 - 12 mm 10

KT 12 41212 41312 12 - 13 mm 10

KT 13 41213 41313 13 - 14 mm 10

KT 14 41214 41314 14 - 15 mm 10

KT 15 41215 41315 15 - 16 mm 10

KTs 16 39901 39912 16 mm 10

KTs 17 39900 39913 17 mm 10

Pressure compensation element PCE 12

PCE 12

with KT 12
99192 99194 - 5

PCE 12 99190 - 5
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up to

Pressure compensation element PCE 12 to avoid 
water condensation in highly sealed enclosures. 
For use in cable grommets KT 12 in combination 
with cable entry frames KEL-ER or cable glands 
KVT-ER.

Pressure compensation 
element PCE 12


