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Item Description Part No. Dimension 

straight
CX 1.6 PM 
CX 3.0 PM 
CX 4.0 PM 
CX 6.0 PM

Male contacts without closing valve 
for tubes with internal Ø 1,6 mm 
for tubes with internal Ø 3 mm 
for tubes with internal Ø 4 mm 
for tubes with internal Ø 6 mm

straight
CX 1.6 PF 
CX 3.0 PF 
CX 4.0 PF 
CX 6.0 PF

Female contacts without closing valve 
for tubes with internal Ø 1,6 mm 
for tubes with internal Ø 3 mm 
for tubes with internal Ø 4 mm 
for tubes with internal Ø 6 mm

straight
CX 1.6 VC 
CX 3.0 VC 
CX 4.0 VC 
CX 6.0 VC

Female contacts with closing valve 
for tubes with internal Ø 1,6 mm 
for tubes with internal Ø 3 mm 
for tubes with internal Ø 4 mm 
for tubes with internal Ø 6 mm

CX..PM / PF / VC
Thermoplastic pneumatic contacts

Insulation resistance ≥ 10 GΩ
Ambient temperature limit -40 °C ... +80 °C
Mechanical life (cycles) ≥ 500

Materials
Contact polyamide (PA)
Colour black, RAL 9005
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Ø 8,3 Ø 8,4 Ø 8,4 Ø 11,5
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Ø 8,3 Ø 8,4 Ø 8,4 Ø 11,5

dimensions shown in mm are not binding and may be changed without notice C.89

iMIXO MODULAR INSERTS

https://www.ilme.com/en/view-product/?code=CX+1.6+PM
https://www.ilme.com/en/view-product/?code=CX+3.0+PM
https://www.ilme.com/en/view-product/?code=CX+4.0+PM
https://www.ilme.com/en/view-product/?code=CX+6.0+PM
https://www.ilme.com/en/view-product/?code=CX+1.6+PF
https://www.ilme.com/en/view-product/?code=CX+3.0+PF
https://www.ilme.com/en/view-product/?code=CX+4.0+PF
https://www.ilme.com/en/view-product/?code=CX+6.0+PF
https://www.ilme.com/en/view-product/?code=CX+1.6+VC
https://www.ilme.com/en/view-product/?code=CX+3.0+VC
https://www.ilme.com/en/view-product/?code=CX+4.0+VC
https://www.ilme.com/en/view-product/?code=CX+6.0+VC

